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Hydronic
Heating System

The Warmup PEX-A pipe is formed as a single extrusion 
with an adhesive layer and EVOH oxygen barrier. The EVOH 
layer restricts the ingress of oxygen into the heating system, 
reducing oxidation of critical components in the primary 
system and extending their service life.

The minimum 70% cross linking within the PE material 
provides superior mechanical properties to the pipe, with a 
maximum working temperature and pressure of 95°C and 6 
bar respectively. 

The PEX-A pipe has a high thermal conductivity of 0.41W/
mK, substantially greater than an equivalent polybutylene 
pipe at 0.22W/mK. This enables our systems to emit 
between 3% and 6% more heat from the same water 
temperature as equivalent systems using PB pipe.

PEX-a Pipe

Overview

*PEX-A pipe has lifetime warranty
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Technical Specifications
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NOTE: Range of PE-RT & PE-RT/AL/PE-RT pipes also available. Please contact Warmup on 0845 034 8270 for further 
information

PEX-A PIPE - TECHNICAL SPECIFICATIONS

CODE DIMENSIONS MAX. WORKING 
TEMPERATURE

MAX. OPERATING 
PRESSURE COMPOSITION THERMAL 

CONDUCTIVITY
WATER 

CAPACITY

WHS-P-PEXA-25 PEX-A 16mm x 2mm x 25m

95°C 6 Bar PEX-A 70% 
cross linked 0.41 W/mK

16mm 
pipe - 

0.113 l/m

WHS-P-PEXA-50 PEX-A 16mm x 2mm x 50m

WHS-P-PEXA-60 PEX-A 16mm x 2mm x 60m

WHS-P-PEXA-70 PEX-A 16mm x 2mm x 70m

WHS-P-PEXA-80 PEX-A 16mm x 2mm x 80m

WHS-P-PEXA-90 PEX-A 16mm x 2mm x 90m

WHS-P-PEXA-100 PEX-A 16mm x 2mm x 100m

WHS-P-PEXA-110 PEX-A 16mm x 2mm x 110m

WHS-P-PEXA-120 PEX-A 16mm x 2mm x 120m

WHS-P-PEXA-200 PEX-A 16mm x 2mm x 200m

WHS-P-PEXA-300 PEX-A 16mm x 2mm x 300m

WHS-P-PEXA-500 PEX-A 16mm x 2mm x 500m


